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 Probe Illustration Parameters Application Biopsy kit 

C
on

ve
x 

C5-2E 

 

Bandwidth: 
1.3-6 MHz 
 
ExFOV: 115° 
Radius: 51mm 

Adult Abdomen, 
Pediatric 
Abdomen, 
OB/GYN, Vascular, 
Nerve 

NGB-015, 
multi 
angle, 
reusable 

C11-3E 

 

Bandwidth: 
2.6-12.8 MHz 
 
ExFOV: 142° 
Radius: 15mm 

OB/GYN, Adult 
Abdomen, 
Pediatric 
Abdomen, 
Vascular 

NGB-018, 
multi 
angle, 
reusable 

E
nd

oc
av

ity
 

V11-3E 

 

Bandwidth: 
2.6-12.8MHz 
 
ExFOV: 179° 
Radius: 11mm 

OB/GYN, Urology 

NGB-004, 
single 
angle, 
reusable 

Li
ne

ar
 

L12-3E 

 

Bandwidth: 
3-13.5 MHz 
 
FOV: 38mm 

Small parts, 
Vascular, 
Musculoskeletal, 
Nerve, Pediatrics 

NGB-007, 
multi 
angle, 
reusable 

L14-6NE 

 

Bandwidth: 
3.5-16 MHz 
 
FOV: 38mm 

Small parts, 
Vascular, 
Musculoskeletal, 
Nerve, Pediatrics, 
Neonatal Head 

NGB-007, 
multi 
angle, 
reusable 

L14-6WE 

 

Bandwidth: 
3.5-16 MHz 
 
FOV: 50mm 

Small parts, 
Vascular, 
Musculoskeletal, 
Nerve, Pediatrics 

NGB-007, 
multi 
angle, 
reusable 

L9-3E 

 

Bandwidth: 
1.8-9.8 MHz 
 
FOV: 43.7mm 

Abdomen, 
Pediatric, Small 
Parts, MSK, 
Vascular, Nerve 

NGB-034, 
multi 
angle, 
reusable 



 

3 / 3 

S
ec

to
r 

P4-2E 

 

Bandwidth: 
1.3-5.4 MHz 
 
FOV: 90° 

Adult cardiac, 
Pediatric Cardiac, 
TCD, Adult 
Abdomen 

NGB-011, 
multi 
angle, 
reusable 

P7-3E 

 

Bandwidth: 
2-8.0 MHz 
 
FOV: 90° 

Pediatric cardiac, 
Neonatal Cardiac, 
Neonatal Head, 
Pediatric Abdomen 

None 

P10-4E 

 

Bandwidth: 
3-11.4 MHz 
 
FOV: 90° 

Neonatal Cardiac, 
Neonatal Head, 
Neonatal 
Abdomen, 
Pediatric cardiac, 
Pediatric Abdomen 

None 

 

 

 

 

 

 

 

 


